INSTALLATION

1. DETERMINE DESIRED PULL BAR CENTERLINE HEIGHT.
2. USING THE PULL BAR AS A TEMPLATE IN PLACE DRILL THE
   FOUR MOUNTING HOLES AS SHOWN & INSTALL FITNUTS
   ACCORDING TO INSTRUCTIONS WITH FITNUT TOOL.
3. POSITION & PUNCH MOUNTING HOLES AND INSTALL THE
   FOUR #10 ROUND HEAD SCREWS.
4. INSTALL END CAPS.

<table>
<thead>
<tr>
<th>DOOR WIDTH</th>
<th>30&quot; (762mm)</th>
<th>36&quot; (914mm)</th>
<th>42&quot; (1067mm)</th>
<th>48&quot; (1219mm)</th>
</tr>
</thead>
<tbody>
<tr>
<td>DRILL</td>
<td>26 27/32&quot; (662mm)</td>
<td>30 27/32&quot; (794mm)</td>
<td>38 27/32&quot; (970mm)</td>
<td>44 27/32&quot; (1126mm)</td>
</tr>
</tbody>
</table>

NOTE 1: DRILL 3/32" (0.246") FOR FITNUTS (4 PIECES)

NOTE: THESE DIMENSIONS ASSUME A DOOR THICKNESS
OF 1 3/4". FOR DOORS OF OTHER THICKNESS, CONSULT FACTORY.

#10-32 X 5/8" FROUND HEAD MACHINE SCREW - 4 PCOS

10-32 X 5/8" SELF-TAPPING SCREW

ASSA ABLOY
INSTALLATION

1. DETERMINE DESIRED PUSHER CENTERLINE HEIGHT.
2. USING THE PUSHER AS A TEMPLATE MARK & DRILL
   THE FOUR MOUNTING HOLES AS SHOWN.
3. POSITION THE PUSHER MOUNTING HOLES AND INSTALL
   THE FOUR #10 POUND HEAD SHEET METAL SCREWS.
4. INSTALL END CAPS.

NOTE: THESE DIMENSIONS AND TEMPLATES ASSUMES A DOOR THICKNESS
OF 1 3/4". FOR DOORS OF OTHER THICKNESS, CONSULT FACTORY.

NOTE: DRILL PILLOW HOLE FOR #10 SHEET METAL SCREW (#8 PLUG).

---

ASSA ABLOY

---

80-0150-50
8099 DUMMY PUSHER FOR
WOOD / HOLLOW METAL DOOR

INSTALLATION INSTRUCTIONS

---

ASSA ABLOY

---

Page 2 of 2  Date: 07/20/12  Apprv: HP