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D E S C R I P T I O N

BEA’s LPR36 is a 36 inch full length actuator 
exceeding all local ADA building codes requiring 
maximum accessibility. The LPR36 eliminates the 
need to install two separate devices where high 
and low push plates are required.

Four highly sensitive redundant membrane 
switches require very little force to ensure 
actuation across the entire surface.

Available in wireless and hard wire versions, the 
LPR36 can be conveniently mounted in a variety 
of locations.

The LPR36 is constructed with a stainless steel 
faceplate that makes it highly durable and able 
to withstand harsh weather conditions, while 
keeping it rust and corrosion free.

F E A T U R E S  &  B E N E F I T S

• Activation area of 36 x 6 inches                          
(216 square inches)

• Low profile (1 inch deep) design provides 
superior aesthetics

• Aluminum base with stainless steel faceplate

• Clear powder-coat finish improves durability in 
interior and exterior environments

• Exceeds California Building Code: 1117B.6

• Easy installation on walls or bollards 

• Optional built-in wireless transmitter           
(300, 433, 900 MHz)

• Available in text and logo or logo only 
faceplate

P R I M A R Y  A P P L I C A T I O N S

LPR36
36 INCH FULL LENGTH ACTUATOR

ADA
COMPLIANT
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R E L A T E D  P R O D U C T S

LPR36     36 INCH FULL LENGTH ACTUATOR

A P P L I C A T I O N S

SLIDING SWINGING REVOLVING

D I M E N S I O N A L  D R A W I N G S

T E C H N I C A L  S P E C I F I C A T I O N S

Contact Configuration SPST N.O.

Switching Voltage .1 to 50 VDC

Switching Capacity 1 Watt

Switching Current .005 to 100 mA DC

Contact Bounce
< .3 ms make; 
< .6 ms break

Trip Force 1.5 lbs

Two Conductor Cabling 24 awg

Operation Temperature
-32º F to +212º F 
-35º C to +100º C

Contact Life 2 million cycles

Transmitter Frequency 300, 433, or 900 MHz

Dimensions 39 in x 6 in x 1 in

Membrane Switches 4 Redundant Switches

Base Plate Aluminum

Faceplate Stainless Steel with powder-coat finish

Switch Actuator Nylon 6/6

End Cap ABS

Code Compliance California 1117B.6

10LPR36L-300
300 MHZ

TEXT & LOGOS

10LPR36L-300
300 MHZ

LOGOS ONLY

10BOLLARDSLVWOH
SILVER BOLLARD 

NON-DRILLED

10BOLLARDBLKWOH
BLACK BOLLARD 

NON-DRILLED

10BOLLARDBRZWOH
BRONZE BOLLARD 

NON-DRILLED

10LPR36-HW
HARDWIRED 

TEXT & LOGOS

10LPR36L-HW
HARDWIRED 
LOGOS ONLY

10LPR36L-900
900 MHZ 

LOGOS ONLY

10LPR36-900
900 MHZ 

TEXT & LOGOS

10LPR36L-433
433 MHZ

TEXT & LOGOS

10LPR36L-433
433 MHZ

LOGOS ONLY
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