
I need a standalone closer ...
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Magnet Track arm

No

Single

Concealed Surface

Closer requires hold open that is ...

Concealed Surface

Closer needs to be ...

Push side Pull side

I need the device to mount ...

The best fit is ...

Closer needs to be ...

Closer utilizes a ...

Multi-point

Choosing the right fire and life safety closer
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Things to consider 
before you begin:

1. Facility type

2. Physical requirements of opening

3. Code requirements

4. Environmental and user abuse

5. Traffic volume/flow

6. Functionality needs

7. Aesthetic concerns

8. Durability requirements

9. Budgetary constraints

The best fit is ...

Scanner
activated

The best fit is ...

Floor Surface Low profile 
recessed

The best fit is ...

Magnet mounted in ...

The best fit is ...

Standard 
profile 

recessed

Push side Pull side

I need the device to mount ...

The best fit is ...

Fire and life safety closers are used 
for fire doors where end users want 
to have hold-open functionality.


	FA8278: 
	FA8282: 
	FA8277: 
	FA8279: 
	FA8280: 
	FA8281: 
	LCN9141: 
	FA8268: 
	FA8269: 
	FA8273: 
	FA8274: 
	FA8276: 
	Magnet_Info_Button: 
	Scanner_Info_Button: 
	SEM_7800_Description: 
	SEM_7800_Close_Button: 
	HSA_Description: 
	HSA_Close_Button: 


