
I N S T A L L A T I O N 12/24VDC  3513

Cabinet Locks

IS3513 PCN13021
R03/13-1CM

Instructions For Lock Mode Change

1. Remove the 4 screws on the bottom.

2.  Remove base plate and solenoid.

3.  Turn assembly 180° and re-route wires to cut out.

4. Install into housing and insert the 4 screws.

Fail UnLocked Fail Locked
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7/8" 
(22mm)

2-3/8" 
(60mm)

1-1/4" 
(31mm)

Connect to 
appropriate  
DC voltage

(See Wiring Diagram)



3513 Installation Instructions (Continued)

©2013 RutheRfoRd contRols • www.RutheRfoRdcontRols.com
usA: 2517 sQuAdRon couRt, suIte 104, VIRGInIA BeAch, VA 23453 • cAnAdA: 210 sheARson cRescent, cAmBRIdGe, on  n1t 1j6 

 Phone • 1.800.265.6630 • 519.621.7651 • fAX: 1.800.482.9795 • 519.621.7939• e-mAIl: sAles@RutheRfoRdcontRols.com 

Installation Dimensions

Swinging Cabinet Door

Sliding Cabinet Door

Parts Checklist

Cabinet Lock Dual Voltage Wiring Diagram
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QTY Description
4 Flat Head Wood Screws

2 Pan Head Wood Screws


