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Monitor strikes

Series 4570T1, 4670-T1, 4690-T2, 4690-1-T2

Model specifications
Model # 4570-T1 4670-T1 4690-T2 4690-1-T2

Lockset Cylindrical locks Cylindrical locks Concealed vertical 
rod exit devices

Concealed vertical 
rod exit devices

# Doors Single or pair Single or pair Wide stile pair  
of doors

Narrow stile pair  
of doors

Compatibility  
(with tripper 
type)

Schlage	 1⁄29" (13mm) Cyl. 
	 5⁄89" (14mm) Cyl
Falcon	 1⁄29" (13mm) Cyl. 
 	 9⁄169" (14mm) Cyl. 
Adams Rite®	 4510 
	 8400
Arrow™	 1⁄29" (13mm) Cyl.
Best®	 9⁄169" (14mm) Cyl.
Corbin Russwin®	 5⁄89" (16mm) Cyl.
Dexter®	  7⁄169" (11mm) Cyl.
Kwikset®	 1⁄29" (13mm) Cyl.
Precision™	 1040 Automatic  
	 Flush Bolt1

Sargent®	 1⁄29" (13mm) Cyl.
Yale®	 1⁄29" (13mm) Cyl.

Schlage	 1⁄29" (13mm) Cyl. 
	 5⁄89" (14mm) Cyl.
Falcon	 1⁄29" (13mm) Cyl. 
 	 9⁄169" (14mm) Cyl.
Adams Rite®	 4510 
	 8400
Arrow™	 1⁄29" (13mm) Cyl.
Best®	 9⁄169" (14mm) Cyl.
Corbin Russwin®	 5⁄89" (16mm) Cyl.
Dexter®	  7⁄169" (11mm) Cyl.
Kwikset®	 1⁄29" (13mm) Cyl.
Precision™	 1040 Automatic 	
	 Flush Bolt1

Sargent®	 1⁄29" (13mm) Cyl.
Yale®	 1⁄29" (13mm) Cyl.

Von Duprin	 3347A-F 	
	 3347A
	 9947
	 9947F

Von Duprin 3347A

Certifications UL list (GXHX 
R4504)  
fire exit hardware

Application notes 1 2 3 4
1 Special template required

Application notes:

For use on single or pair of doors with ANSI 115.2 frame cutout (frame modification required.) 4570-T1 is only used with T1.

For use on single or double doors with ANSI 115.3 fame cutout (frame modification required.) 4670-T1 is only used with T1.

For use with pair of doors where one leaf has concealed vertical rods. 4690-T2 is only used with T2.

For use with pair of doors where both leaves have concealed vertical rods. 4690-1-T2 is only used with T2.

Basic monitor strike circuit
Power supply same voltage as lamps 
with sufficient current capabilities
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Monitor strikes dimensions

1 5/16"
(33mm)

1 5/8"
(41mm)

1 1/8"
(29mm)

2 7/8"
(73mm)

 13/16"
(21mm)

 1/4"
(6mm)

1"
(25mm)

4263

4268-T1

1 5/16"
(33mm)

1 5/8"
(41mm)

1 1/8"
(29mm)

 13/16"
(21mm)

1"
(25mm)

   6"
(152mm)

4582

1 1/16"
(27mm)

1 5/16"
(33mm)

1 25/32"
(45mm)

4 7/8"
(124mm)

 1/4"
(6mm)

 3/32"
(2mm)

Top

4570–T1 

4 7/8"
(124mm)

1 1/8"
(29mm)

1 1/4"
(32mm)

1 17/32"
(39mm)

 13/16"
(21mm)

 7/64"
(3mm)

 7/64"
(3mm)

Top

1" 
(25mm) 

1 5/16" 
(33mm) 

1 5/16" 
(33mm) 

2 7/16" 
(62mm) 

1 1/4" 
(32mm) 

1/4" 
(6mm) 

1 25/32" 
(45mm) 

3/32" 
(2mm) 

3 1/4" 
(83mm) 

Top 

4690–1–T2

2 3/4"
(70mm)

1 1/8"
(29mm)

1 17/32"
(39mm)

 13/16"
(21mm)

 11/64"
(4mm)

 7/64"
(3mm)

Top

1 1/8"
(29mm)

4670-T1

4690-T2

1" 
(25mm) 

1 25/32" 
(45mm) 

1 1/4" 
(32mm) 

1/4" 
(6mm) 

3/32" 
(2mm) 

1 5/16" 
(33mm) 

3 1/4" 
(83mm) 

Top 

To order, specify
1. Model

2. Tripper T1, T2 or T3

3. Handing required on model 4582

4. Specify LHR or RHR

5. Finish: US3, US4, US10, US10B, US26, US26D

Allegion, the Allegion logo, Von Duprin and the Von Duprin logo are trademarks of 
Allegion plc, its subsidiaries and/or affiliates in the United States and other 
countries. All other trademarks are the property of their respective owners.
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Mullions

Electrified removable mullions are used with pairs of doors 
eq.uipped with rim mounted exit devices.

Each includes an electric cable with five conductors wired to a 
twist-apart plug. The soffit fitting is supplied with a pre-wired 
mating socket.

4754 — Prepared for two 4263 monitor strikes. Use with all Von 
Duprin rim panic devices.

4854 — Prepared for one 6111 electric strike and one 299 strike. 
Indicate handing for electric strike. 

9854 — Prepared for one 6111 electric strike and one 268 or 499F 
strike. Indicate handing for electric strike. UL Fire labeled for up 
to 3 hours on up to 8' x 8' (2438mm x 2438mm) openings using 
Von Duprin fire exit rim devices.

KR - Keyed removable option available on electrified removable 
mullion. Makes removal faster and easier by a single operation of 
the mortise cylinder. Once mullion is removed, large equipment 
or furniture can freely pass through the opening. The unit will self 
lock when re-installed, without use of the cylinder key. Uses  
1 1/4" mortise cylinder with a straight cam (Schlage cam reference 
B502-191). Cylinders are sold separately. Prefix mullion model 
with “KR”.

To order, specify
1. Model number.

2. Height of opening

3. Finish: SP28, SP313, SPBLK.

4. Handing if required.

5. �Centerline deviation (refer to device 

template for standard centerline).

6. �Strikes, when required, should be ordered with device.

7. �For keyed removable option prefix model number with  
“KR”, example KR9854.

Sizes for mullions
4754, 4854, 9854

7' 2" (2184mm)

*8' 2" (2489mm)

*10' 2" (3099mm)

KR4754, KR4854	 KR9854**
7' 6" (2286mm)	 7' 5" (2261mm)

8' 6" (2591mm)	 *8' 5" (2565mm)

10' 6" (3200mm)	 *10' 5" (3175mm)

* Only qualifying applications will be provided with UL Label. 
** Fire rated same as 9854

2" 

3" 

Steel mullion 
dimensions

Quick disconnect

Soffit details

Wall Thickness 1/8" (3mm)

Reinforcement

1" (25mm) Diameter 
Clearance

Filler block is to be  
supplied by the frame 
mgf. for conditions 
similar to this.
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Allegion (NYSE: ALLE) creates peace of mind by pioneering safety and security.  
As a $2 billion provider of security solutions for homes and businesses, Allegion 
employs more than 8,000 people and sells products in more than 120 countries 
across the world.  Allegion comprises more than 25 global brands, including 
strategic brands CISA®,  Interflex®,  LCN®,  Schlage® and Von Duprin®. 

For more, visit www.allegion.com

About Allegion

© 2015 Allegion 
009981, Rev. 11/15 
www.allegion.com/us


